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®
Aerosol Adhesive

ASA-W Aerosol
Suggested Use: Adhesive for bonding insulation material to sheet metal.
Product  Features: Convenient spray can, fast tacking, non-flammable.

Typical Properties

Adhesive Applicating Systems
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Super SprayfastTM

Suggested Use: Application System for applying Duro Dyne water 
based adhesives.
Product Features: A new improved spray system incorporating an 
acetal/teflon diaphragm pump, circulating system and surge tank to 
provide quick, easy and continuous spray with minimal overspray.

Mini SprayfastTM

Suggested Use: Application System for applying Duro Dyne water 
based adhesives.
Product  Features:  A compact and lightweight (9 lbs.), yet ver-
satile spray system incorporating a self priming pump.  It is able 
to work with all size containers of water based adhesives quickly, 
easily and with minimal overspray.

iTem# description 

5015 ASA-W -12 cans per case

iTem# description 
39047 Mini Sprayfast

iTem# description 
5150 Super Sprayfast System for use with 

5 gallon pail of adhesive. 
5155 Super Sprayfast System for use with 

55 gallon drum of adhesive.

Duro Dyne East Division, Bay Shore, NY	 631-249-9000	 Fax:	 631-249-8346
Duro Dyne Midwest Division, Fairfield, OH	 513-870-6000	 Fax:	 513-870-6005
Duro Dyne West Division, Santa Fe Springs, CA 	 562-926-1774	 Fax:	 562-926-5778
Duro Dyne Canada, Lachine, Quebec, Canada  	 514-422-9760	 Fax:	 514-636-0328
                             www.durodyne.com    E-mail: durodyne@durodyne.com

Type: Solvent Cement
Solids: 25
Weight: 10.4 lbs./gal.
Color: Amber
Odor: None
VOC: Aerosol < 55%
Viscosity: 1960 CPS 
Flammability: 
Adhesive - Non-flammable; 
Propellent - Flammable

Effect of Freezing: 
No damage
Storage Life: 
6 months at 70°F
Suggested Surface Preparation: 
Surfaces must be clean and dry, free 
of dust, dirt, grease, oil and other 
foreign material.
Method of Application:
Aerosol Spray
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Duro Dyne Insulation Adhesives 
and Duct Sealers are 

manufactured in the U.S.A.

For the most updated product information, please visit our website  
www.durodyne.com

Duro Dyne Insulation Adhesives and Duct Sealers
are manufactured in the U.S.A.
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®
Aerosol Adhesive

ASA-W Aerosol
Suggested Use: Adhesive for bonding insulation material to sheet metal.
Product  Features: Convenient spray can, fast tacking, non-flammable.

Typical Properties

Adhesive Applicating Systems
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Super SprayfastTM

Suggested Use: Application System for applying Duro Dyne water 
based adhesives.
Product Features: A new improved spray system incorporating an 
acetal/teflon diaphragm pump, circulating system and surge tank to 
provide quick, easy and continuous spray with minimal overspray.

Mini SprayfastTM

Suggested Use: Application System for applying Duro Dyne water 
based adhesives.
Product  Features:  A compact and lightweight (9 lbs.), yet ver-
satile spray system incorporating a self priming pump.  It is able 
to work with all size containers of water based adhesives quickly, 
easily and with minimal overspray.

iTem# description 

5015 ASA-W -12 cans per case

iTem# description 
39047 Mini Sprayfast

iTem# description 
5150 Super Sprayfast System for use with 

5 gallon pail of adhesive. 
5155 Super Sprayfast System for use with 

55 gallon drum of adhesive.

Duro Dyne East Division, Bay Shore, NY	 631-249-9000	 Fax:	 631-249-8346
Duro Dyne Midwest Division, Fairfield, OH	 513-870-6000	 Fax:	 513-870-6005
Duro Dyne West Division, Santa Fe Springs, CA 	 562-926-1774	 Fax:	 562-926-5778
Duro Dyne Canada, Lachine, Quebec, Canada  	 514-422-9760	 Fax:	 514-636-0328
                             www.durodyne.com    E-mail: durodyne@durodyne.com

Type: Solvent Cement
Solids: 25
Weight: 10.4 lbs./gal.
Color: Amber
Odor: None
VOC: Aerosol < 55%
Viscosity: 1960 CPS 
Flammability: 
Adhesive - Non-flammable; 
Propellent - Flammable

Effect of Freezing: 
No damage
Storage Life: 
6 months at 70°F
Suggested Surface Preparation: 
Surfaces must be clean and dry, free 
of dust, dirt, grease, oil and other 
foreign material.
Method of Application:
Aerosol Spray
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Duro Dyne Insulation 
Adhesives and Duct 

Sealers are manufactured 
in the U.S.A.

For the most updated product information, please visit our website  
www.durodyne.com

Duro Dyne Insulation Adhesives and Duct Sealers
are manufactured in the U.S.A.
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